
HEADER & TUBE MATERIAL:

BRASS ST. ST.

PVC

HEADER STYLE:

NORMAL INVERTED

THREAD SIZE:

1/8”BSP 1/4”BSP

1/2”BSP 1”BSP

1”NPT 2”BSP

OTHER

PLEASE COMPLETE AS APPROPRIATE T/LL70 FLOAT SWITCH SPECIFICATION FORM TYPE T/LL70/

Fozmula Use Only

TERMINATION

ABS DIN FLYING OTHER
IP67 LEADS

WITH
DIN
CONN.

NORMAL HEADERS ONLY NORMAL HEADERS ONLY LENGTH mm

CUSTOMER DETAILS

CUSTOMER:

DRG/PART No:

ORDER No:

CONTACT NAME:

DATE: (dd/mm/yyyy)

FLOAT MATERIAL:
STAINLESS STEEL
POLYPROPYLENE
NITROPHYL (BUNA-N)

ELECTRICAL:

VOLTAGE V

AC DC

SWITCHED CURRENT (AMPS)

A

POWER: VA
(Allow for inrush current)

LIQUID MEDIUM:

NAME:
DENSITY:
TEMPERATURE:

PRESSURISED Y N
PRESSURE:

TURBULENT Y N

SPECIAL FEATURES/ADDITIONAL INFORMATION:

STEM LENGTH: mm CUT LENGTH: mm

REED SWITCH OPERATION

No 6

No 5

No 4

No 3

No 2

No 1
Minimum distance from bottom
switch point to the end of the stem
is controlled by the reed rating:
0.25A, 0.5A & 2A:- 38mm MIN
3A:- 60mm MIN

DATUM

mm

mm

mm

mm

mm

mm

Fozmula Limited, Berrington Road, Leamington Spa,

Warwickshire CV31 1NB, UK
Tel +44 (0)1926 466700   Fax +44 (0)1926 450473

Email sales@fozmula.com  Web www.fozmula.com

7.2/3 Revision3

Fozmula Use Only

New variant or matrix No:

Completed by:

Method created: Eng’g Approval:


	Variant Number: 
	Customer: 
	DRG/PART No: 
	Order No: 
	Contact Name: 
	Customer Date: 
	Flying Leads Length: 
	Termination Other: 
	Reed Voltage: 
	Reed Amps: 
	Reed Power: 
	Liquid Medium Name: 
	Liquid Medium Density: 
	Liquid Medium Density SG: SG
	Stem Length: 
	Cut Length: 
	Switch 1 Depth: 
	Switch 2 Depth: 
	Switch 3 Depth: 
	Switch 4 Depth: 
	Switch 5 Depth: 
	Switch 6 Depth: 
	New Variant or Matrix No: 
	Fozmula Use Only Date: 
	Switch 1 Sense: [No switch required]
	Switch 2 Sense: [No switch required]
	Switch 3 Sense: [No switch required]
	Switch 4 Sense: [No switch required]
	Switch 5 Sense: [No switch required]
	Switch 6 Sense: [No switch required]
	Fozmula Use Only Completed By: [SDD]
	Special Features Text: 
	Method created by: Inits
	Method created date: 
	Engg Approval By: Inits
	Engg Approval Date: 
	Text13: (dd/mm/yyyy)
	Text14: (dd/mm/yyyy)
	Liquid Medium Temperature: 
	Liquid Medium Deg C: ºC
	Float Material: Polypropylene
	Liquid Medium: Off
	Pressurised: Off
	Liquid Medium Pressure: 
	Pressure Units: [BAR]
	Termination: IP67
	Header and Tube Material: Brass
	Header Style: Normal
	Thread Size: 1BSP
	Electrical: Off
	Form reset: 
	1/4" BSPP: 1/4" BSPP
	1/8" BSPP: 1/8" BSPP
	1/2"BSPP: 1/2" BSPP
	Text6: Revision 5
	1: 
	1/2"BSPP: 1.1/2" BSPP

	1"BSPP: 1" BSPP
	2"BSPP: 2" BSPP
	Other: OTHER
	Sleeving: [Specify here if flying leads]
	Sleeved?: Cable types:
	Name_And_Address: Fozmula Ltd, Hermes Close, Tachbrook Park, Warwick, CV34 6UF, United KingdomTel: +44 (0)1926 466700  Fax: +44 (0)1926 450473email: sales@fozmula.com   Web: www.fozmula.com


